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Subpart A—Oil-Base Solvent Wash
Ink Subcategory

§447.10 Applicability; description of
the oil-base solvent wash ink sub-
category.

The provisions of this subpart are applicable to
discharges resulting from the production of oil-
base ink where the tank washing system uses sol-
vents. When a plant is subject to effluent limita-
tions covering more than one subcategory the dis-
charge limitation shall be the aggregate of the lim-
itations applicable to the total production covered
in each subcategory.

§447.11 Specialized definitions.

For the purpose of this subpart:

(a) Except as provided below, the general defi-
nitions, abbreviations, and methods of analysis set
forth in 40 CFR part 401 shall apply to this sub-
part.

§447.12 Effluent limitations guidelines
representing the degree of effluent
reduction attainable by the applica-
tion of the best practicable control
technology currently available.

Except as provided in §§125.30 through 125.32,
any existing point source subject to this subpart
shal achieve the following effluent limitations
representing the degree of effluent reduction at-
tainable by the application of the best practicable
control technology currently available (BPT):
There shall be no discharge of process waste water
pollutants to navigable waters.

[60 FR 33970, June 29, 1995]

§447.13 Effluent limitations guidelines
representing the degree of effluent
reduction attainable by the applica-
tion of the best available tech-
nology economically achievable.

The following limitations establish the quantity
or quality of pollutants or pollutant properties
which may be discharged by a point source sub-
ject to the provisions of this subpart after applica-
tion of the best available technology economically
achievable: There shall be no discharge of process
waste water pollutants to navigable waters.

8447.14 [Reserved]

§447.15 Standards of performance for
new sources.

The following standards of performance estab-
lish the quantity or quality of pollutants or pollut-
ant properties which may be discharged by a new
source subject to the provisions of this subpart:
There shall be no discharge of process waste water
pollutants to navigable waters.

8§447.16 Pretreatment
new sources.

Any new source subject to this subpart that in-
troduces process wastewater pollutants into a pub-
licly owned treatment works must comply with 40
CFR pat 403. In addition, the following
pretreatment standard establishes the quantity or
quality of pollutants or pollutant properties con-
trolled by this section which may be discharged to
a publicly owned treatment works by a new source
subject to the provisions of this subpart: There
shall be no discharge of process water pollutants
to a publicly owned treatment works.

[60 FR 33970, June 29, 1995]
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